
Albro 
Delta Series—Inline Vacuum Powder Filler 

Albro’s considerable experience in the design and manufacturing of powder filling equip-
ment has resulted in a comprehensive and versatile range of  machines. 

Built to meet the particular needs of each individual customer, Albro have successfully pro-
vided filling  solutions in the dairy, food, pharmaceutical, cosmetic, household and chemical 
industries world wide. 

 No moving product control parts 

 Vacuum filling principle for gentle product handling 

 Inline machine available for outputs up to 40cpm 

 Suitable for free flowing and no free flowing powders and 
granules 

 Easy clean design , tool free changeover 

GEA Albro  



 Time fill option with 2ms resolution 

 Gross or tare and gross checkweigher systems with feed back 

to vacuum or time control 

 Automatic individual head fill level update (in conjunction with 

checkweigher system) 

 Shrouds for vacuum filling of soft containers 

 Product gassing systems 

 

OPTIONAL FEATURES 

 
 
 

 Vacuum filling principle suitable for free flowing and 

non free flowing powders and granules 

 No moving parts in contact with product 

 Virtually no product break down 

 Cleanest available filling system 

 Tool free design for simple rapid changeover 

 Inherent no container-no fill system 

 Self emptying hopper design 

 Easy clean hopper 

 State of the art control ouch screen HMI 

 Full diagnostics/fault finding 

 Available in sizes up to 80cpm 

 Food grade FDA compliant product contact parts 

 Accuracy of 0.01% of product batch 

 Low air and vacuum pressure sensors 

 Fully guarded to CE mark compliance 

STANDARD FEATURES 

OUTPUT CHART - Containers per minute 

Pref. 

 Configurations 

Model A Typical Talc 

powder Model B Typical Milk powder 

Container 
 Size 50-100mm dia 95-200mm dia 

Fill  
weight 100g 200g 400g 1000g 2000g 3000g 400g 

2 Head 22 20 14 21 18 16 24 

4 Head 40 36 32 38 32 28 44 

6 Head    54 45 39 63 

8 Head    68 56 48 80 

UTILITIES AND GENERAL DATA 

Model A B A B A B A B 

 2 4 6 8 

Supply Voltage 380-415v 3ph 50Hz + Neutral + Earth 

Power  
equipment 

(approx) 5kW/12 amps  5kW/12 amps  5kW/12 amps  8kW/20 amps 

Compressed Air 80 psi / 5.5 bar 

Air Consump-
tion  6cfm/3ltr/sec  8cfm/4ltr/sec 10cfm/5ltr/sec  12cfm/6ltr/sec 

Machine Finish Polished Stainless Steel 

Machine Weight 
 (approx) 500kg 600kg 600kg 800kg 1000kg 1100kg 1100kg 1200kg 

Alternative configurations available. All the above filling speeds 
are based on filling a typical milk powder. 

Delta Series 

Dimensions  

MODEL A B 

No. Of 2 4 6 8 2 4 6 8 

W1 mm 2015 2275 2540 2800 2310 2800 3260 3850 

W2 mm 590 850 1115 1375 960 1450 1960 2500 

D mm 900 900 900 900 1280 1050 1280 1325 

H1 mm 2200 2850 2850 2850 2200 2750 2880 2750 

H2 mm 2050 2050 2050 2050 2050 2050 2050 1900 
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